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Category: WTP Machine Name: Model No.:GTWTP-120200S

Machine Parameters

Overall Equipment Size
80.7 in Long x 47.2 in Wide x 40.2 in Tall

2050 mm Long x 1200 mmWide x 1020 mm Tall

Internal Processing Area
66.9 in Long x 44.1 in Wide x 31.5 in Deep

1700 mm Long x 1120 mmWide x 800 mm Deep

Material Stainless Steel, 2.0mm Thick

Water Capacity 1550 Liters 410 US Gallons

Weight of Water 1550 Kg 3420 Pounds

Power Configurations Single Phase 220V, 50 Hz, 4Kw

Heating System Heater 1 Set, Single Phase 220V, 50 Hz, 3Kw

Water Circulation System Pump 1 Set, Single Phase 220V, 50 Hz, 750W

Control System
(Weak Current 24V)

Power Indicator
Pump Switch/ Indicator
Water Inlet Switch/ Indicator
Drain Valve Switch/ Indicator
Bypass Valve Switch/ Indicator
Temperature Regulator
Emergency Stop Button

Electromagnetic Valve

3 Sets
Water Inlet
Drain Valve
Bypass Valve

Semi Automatic Hydro

Dipping Machine with

Dipping Arm
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Package Details

Net Weight: 200 Kg Gross Weight: 230 Kg

Package Size:
2150 mm Long x 1300 mmWide x 1200 mm Tall

Material: Non-fumigation Plywoodcase

Machine Details

Removable & adjustable Control Panel Double Layer Filters & Internal Structural Ribs
More convenient in transportation, flexible Effectively filter residual film, internal ribs make
adjustment during use. the machine tidier and stronger.

Independent Pump & Heater Box Strong Bottom & 3 Sets Electromagnetic Valve
Easy to replace and disassemble, safer Square steel is added to the bottom, more durable.
and more beautiful. One key control valve, more convenient.


